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Lead block - vertical  
- Max wire pull : 30T / 300kN 

- Max wrapped angle 90 DGR 

Sheet size: Scale:

Drwg. No.:
00168

Title:

Reference: Sheet:     of

Rev.:

Repl. for: Repl. by:

Projection: Gen. Tol.: Gen. Weld.: Gen. Roughness:
NS-ISO 2768-1m NS-EN 287-1 / 288
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13,6 kg  Shackle - Bow SB - WLL 25T118
15,6 kg 33-0001Becket DL 22,5 T117
0,2 kg 00167spacer - tube -28x57-96116
0 kgA4 Split Pin - ISO 1234 - 5x40215
0,1 kgA480 Nut - ISO 4032 - M24214
0,8 kgA480 Bolt - ISO 4014 - M24x180213
0 kgA4 Washer - ISO 7089 - 25x44-4412
0 kgA4X00017Lubrication Nipple - DIN 71412 A - M10x1 - A4111
0,3 kgA480 Bolt - ISO 4017 - M24x50610
0 kgA4 Washer - Nord-lock - NL24ss69
0,1 kg 00166Spacer - tube - 25x28-9628
0,6 kg 00165Wire guard - 60x120-75x95-2827
90,1 kg 01-0007-XXStandard sheave ø740xø640x9516
0 kgNBR-N70 O-ring - ø18x415
17,9 kg 00161Pin - bearing - 130x17814
3,1 kg 00163Securing disc - 130x20-160x3513
3,1 kg 00112Securing disc - 100x5-140x1512
250 kg 00164Block house - vertical11
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Notes:
 
Material certificates in accordance
with NS-EN 10204 3.1
 
Design and manufacturing in accordance
with:
 
- DNV; Standard for certification No. 2.22.
- Machine directive
 
Design factors:
DAF 1,3
Load factor 1,3
Material factor 1,15
 
Bolted connection as per:
 
EN-1993-1-8
Bolt size: M27 grade 8.8
Friction: 0,3
 
Boundry conditions:
 

Wrapped angle 90°`5~

Fleet angel: Max 2,5~
Max wire pull: 300 kN
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